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OPTIONS & ACCESSORIES

FFD / FFDE / FFDB

Filter Change

Prefilter

Lid Assembly

HEPA/ULPA
Filter

Motor/Electrical Removal

Blower Wheel

Venturi Ring

Motor

Prefilter

ON/OFF Switch

Power Entrance

FFDR / FFDER / FFDBR

Filter Change

Fan Filter Unit 

Filter Clip and
Screw (typ 6) 

2-Piece Welded 
Plenum Housing

Diffuser Screen 
Screws (typ 6) 

Filter

Motor/Electrical Removal

Blower Wheel

Venturi Ring

Motor

Prefilter

ON/OFF Switch

Power Entrance

FFDRA / FFDERA / FFDBRA

Motor/Electrical Removal Motor Assembly

Electrical connectors 
located in inner 
prefilter wall

Plenum

Gel Seal Filter

Motor/Blower
Assy

Blower
Wheel

Venturi
Ring

Motor

Machine Screw 
and washer

Grommet

Wellnut

Screen
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OPTIONS & ACCESSORIES

CHALLENGE & COLLABORATION PORT DETAIL

FILTER & GEL SEAL DETAIL

* Challenge and calibration ports are standard 
on FFDR & FFDER models. They are are 
available as options on FFD and FFDE models.

Filter

Filter Clip

¼ -20 
Cap 

Screw

10-32 
PHP 

Screws

Knife- Edge 
Seal

Gel Track

Diffuser  
Screen

Diffuser screen is interference fit with housing, no 
hardware required.

Lower housing is welded with full penetration welds providing a 
leak free mate to the gel seal filter. No caulk is required.

FFD / FFDE FFDR / FFDER / FFDRA / FFDERA

ARRAY VIEW
NOTES: Shown left is a typical installation of 
multiple fan filter units mounted above the service 
area, completely blanketing the critical area with
clean, filtered supply air. For spot applications, a
single fan filter unit can be mounted over a work 
bench or table to reduce particulate counts.


